
Zbiorniki retencyjne
Basins and lagoons



Zbiorniki retencyjne
lub na zanieczyszczenia płynne
Basins, lagoons for water or waste water

Typy wykładzin najczęściej stosowanych w zbiornikach:

• DELAFLEX® - Do wszystkich typów i rodzajów zbiorników. 
15 lat gwarancji !

• PCV 0,5 mm KIWA-ATA  - Do wody pitnej.                                 
Do magazynowania czystej wody w umiarkowanym klimacie.

• PVC  1mm Tropic - Do magazynowania czystej wody              
w umiarkowanym klimacie.

• ASTRIN 0,5 mm - Do wody czystej i zanieczyszczonej     
(woda drenażowa, ścieki, itd.) w umiarkowanym klimacie.

• EPDM 1 mm - Do czystej wody lub lekko zanieczyszczonej   
w zimnym i gorącym klimacie.

• HDPE, HDPE T-lining, LDPE, PVC Re-lining, Polyester z 
zabezpieczeniem PVC.

Types of linings used for tanks and basins:

• DELAFLEX® - for all types and brands of tanks or silos.          
15 years warranty !

• PCV 0,5 mm KIWA-ATA - Drinking Water Quality.                                          
Suitable for store clean water in moderate climate.

• PVC  1 mm Tropic - Suitable for store clean water                                          
in moderate climate.

• ASTRIN 0,5 mm - Suitable for clean and polluted water                       
(drain, waste water etc.) in moderate climate.

• EPDM  1 mm - Suitable for clean water                                         
or light polluted water in cold and warm climate.

• HDPE, HDPE T-lining, LDPE, PVC Re-lining,                                                  
Polyester with PVC coating.


